
25 minutes from the 
Zaragoza Internationational Bridge

Located in the southeast part of
Juárez, Chihuahua, México

Available Now!

Surrounded by Potential Labor
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Earthworks: Clearing  and  top  removal,  cuts  and  fills  to  provide  adequate grading to 
building platform and exterior pavements, impregnated base course compacted at 95% of 
the modified proctor test in a 20 cm. thick layer on building platform.

Foundations: Building foundations provided as isolated and spread footing to bear the 
load of steel columns and concrete tilt-up wall panels.

Walls: Concrete tilt-up walls along three sides of the building; exterior enamel paint finish; 
interior enamel paint up to 3.00 m. high with vinyl paint from there to the roof deck.

Roof: RD-91.5 structural deck, gauge 22 under a 3.8 cm. rigid insulation, 45 mils single-ply 
white thermoplastic membrane R=9, in an 8.90 m. strip along south side of the planned 
office area.

KR-18-gauge standing seam roof deck, gauge 24, over a 15.24 cm. fiberglass MBI 
insulation, with one side vinyl finish on the rest of the building roof area. 3% of roof area to 
be covered with 6 mm. thick white polycarbonate continuous domed skylights.
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Structure: A-50 steel structure columns; open-web joists and joist girders with dry-fog 
finish paint. Clear height to be 8.53 m.; bay size to be 12.00 m. x 18.00 m.

Floors: 15.24 cm. concrete floor f’c= 280 kg/cm2 reinforced with polypropylene fibers.

Loading Docks: 15.24 cm. concrete pavement for truck loading docks. One drive-in door 
ramp with a 3.65 m. x 4.26 m. overhead door. 

Four (4) 2.74 m. x 3.05 m. 24-gauge overhead sectional doors, manually operated; four (4) 
30,000 lb., 1.82 m. x 2.44 m. mechanical levelers, bumpers and wheel chocks; four (4) 
2.74 m. x 3.05 m. dock seals; and four (4) dock lights with 1.00 m. arm.

Exterior Works: 5 cm. thick asphalt-paved concrete on car parking lot; 7 cm. thick 
asphalt-pavement on trailer maneuvering areas; 20 cm. reinforced concrete aprons on 
loading dock area, with brushed finish; desert type landscaping.

Plumbing:
Domestic Water Distribution Piping
Interior water lines shall be CPVC and PVC pipe, schedule 80, with cement-joined fittings.
Sanitary Sewer
Interior sanitary sewer shall be PVC pipe, schedule 40, with cement-joined fittings. Exterior 
sewer shall be 15.24 cm. diam. SDR-35 PVC pipe with push-on bell and spigot joints.

Fire Protection: Building fire protection system includes one 180,000-gallons capacity 
steel-bolted water tank, and one diesel engine fire pump with a capacity of 2,500 gpm at 
125 psi pressure. Interior fire protection system with fire hoses. System to be designed to 
meet NFPA-14 Class II specification. Fire extinguishers per local regulation.

Electrical Works: Underground main service lines 3 PH, 75 KV from the campus trunk 
line. Includes CFE metering equipment at connection point.
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miguel.barreda@lintel.com.mx

alugochapa@lintel.com.mx

+52 (656) 688 0055 miguel.barreda@lintel.com.mx

alugochapa@lintel.com.mx

AV. EJERCITO NACIONAL NO. 9330
FRACC. PARTIDO SENECU

CD. JUAREZ, CHIHUAHUA, MEXICO
CP 32459
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